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SIAM YAMATO STEEL

STEEL SHEET PILES

(Grade SY295 or SY390)

: Dimensions Sectional Area Weight " Moment of Inertia | Section Modulus
w h t per pile per pile | per wall width per pile . per wall width per pile per wall width
——™ mm mm - L R LTI —m emim om’ —ome)

SR 400 150 146 2,790.0 @ 22,800 | 250.0 1,520
15.7 591 0516 11.53 39.2 29.9 67.0 167 15.3 283

—_— 400 125 130 | 7642 | 600 | 1500 | 2,220.0 @ 16,800 | 2230 | 1,340.0
15.7 4.92 0.512 11.85 40.3 30.7 53.3 123 13.6 24.9
400 | 170 155 96.99 76.1 190.0 | 4,670.0 | 38600 | 3620  2270.0
15.7 6.69 0.610 15.03 51.1 38.9 112.0 283 22.1 42.2

Weight per section

x1,000
w { effective width )

- Weight per linear length of wall is rounded off using the JIS £ 8401 - specified formula :

- The inch sizes printed in dotted area are converted from metric sizes for your reference.
- The Hot-rolled seclions listec in this table are rolled at specific intervals determined by Siam Yamato Steel.
- Contact us for product availaoility, rolling frequency and other pertinent information.
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